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12,1” Forklift/Vehicle Panel PC  

 

Stable 12,1” panel-PC with Intel BT Celeron 
J4125 4-core 2.0GHz processor. Touch-
screen with high sensitivity and tempered 
glass with up to 10 points of contact at the 
same time.  
Manufactured with strong aluminium. 
This model has ports for power, serial 
communication via a COM-port and 2 USB 
connectors. 

Specifikation 
 
Internals 

• Motherboard: CX-J4125 

• CPU: Intel Celeron J4125, 2,0Ghz 

• RAM: 4GB 

• SSD: 128GB mSATA 

• ACC module for ignition control 

 
 
Display 

• 12,1” LCD Display  

• 1280x800dpi 16:10 

• Brightness: 1000 NITS 

• 10-point Pcap touch 

• MTBF 50000h 

 
 
I/O Connections 

• 2x SMA antennas for WIFI 

• Bluetooth 
4-pin M12 connector with cord for connecting: 

• Power 12-36VDC Red (+) Black (-) Yellow for ACC 
(+) 

• 1x COM (RS232) 

• 2x USB-A 

 
 
 
 
 
 
 
 
 
 
 
What is in the box:  
1xPanelPC 

 

 
Environment 

• Operating temperature -10°C to +60°C 

• Storage temperature -40°C to +85°C 

• Humidity 20% to 95% 

 
 
Power 

• 12-36VDC 

• max 45W power consumption 

 
Mechanical 

• IP65 front 

• Aluminiumchassi 

• Buttons on the front for power and brightness 
controls 

• 7H tempered glass class A 

• Gross weight: 5,5kg, Net weight 4,2kg 

• Size: 345x247x63mm ±1mm (LxHxW) 

• VESA 75/100mm 

 
Warranty 

• 1 year standard, can be extended. 

 
Certifications 

• CE, RoHS, FCC, CCC 
 

Order information 
• Model: TPC121 Forklift Panel PC 

• P/N: 135256 

  
 


